Fulton County ADA Transition Plan

HEALTH SERVICES - BOARD OF HEALTH

Appendix 7-13

Department

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Bldg Name

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Address

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive

Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

Room No. Name Physical Obstacle

Accessible entrance does not have signage

Main Entrance the symbol of

Men's Accessible Restroom

by Main Lobby Door has a non-compliant opening force of 12 Ibf.

Oral Health Program Waiting Brochure rack encroaches over maneuvering
Area clearance on the push side of the door.

Unisex i Trash bin over
by (Left Side) on the pull side of the door.

Vision lights are mounted at 46" (1168 mm) above

Workforce Room No. 240 the finished floor.

Workforce Room No. 240 Door has a non-compliant opening force of 6 Ibf.

The computer at the forms desk does not appear to

Workforce Room No. 240 provide accessible software.

Permanent room identifying signage is mounted at
61.25" (1556 mm) to the baseline of the highest
tactile character.

Play/Care Room No. 204

Furniture over

Play/Care Room No. 204 on the pull side of the door.

Play/Care Room No. 204 Door has a non-compliant opening force of 8 Ibf.

Door Leading to Playground Maneuvering clearance on the pull side of the door
by Play/Care Room No. 204 has non-compliant slope of 8.9 %.

Door Leading to Playground

by Playicare Room No. 204 00" has a non-compiiant opening force of 12 Ibf.

Men's Accessible Restroom

by Elevator Lobby Door has a non-compliant opening force of 12 Ibf.

Women's Accessible

Restroom by Elevator Lobby Door has a non-compliant opening force of 10 Ibf.

Accessible Route From Main
Entrance Leading to
Outdoor Seating Area on
NW Corner

Curb ramp has a 3.4 % non-compliant cross slope.

Accessible Route From Main
Entrance Leading to
Outdoor Seating Area on
NW Corner

Accessible route has a non-compliant cross slope of
3.9 % that extends 10 ft (3.04 mt).

Accessible Route From Main
Entrance Leading to
Outdoor Seating Area on
NW Corner

Accessible route has a non-compliant cross slope of
2.5 % that extends 10 ft (3.04 mt).

Accessible Route From Main

Entrance Leading to Accessible route has a non-compliant cross slope of
Outdoor Seating Area on 2.9 %.

NW Corner

Accessible Route From Main

Entrance Leading to Accessible route has a non-compliant cross slope of
Outdoor Seating Area on 2.4 %.

NW Corner

Accessible Route From Main

Entrance Leading to Accessible route has a non-compliant cross slope of
Outdoor Seating Area on 2.7 %.

NW Corner

Accessible Route From Main

Entrance Leading to Accessible route has a non-compliant cross slope of
Outdoor Seating Area on 2.4 %.

NW Corner

Accessible Route From Main

Entrance Leading to Accessible route has a non-compliant cross slope of
Outdoor Seating Area on 3.0 %.

NW Corner

ADA Code

§216.6

8404.2.9

8404.2.4

§404.2.4

§404.2.11

8404.2.9

8508

§703.4.1

8404.2.4

8404.2.9

8404.2.4

§404.2.9

8404.2.9

8404.2.9

§406.1

8403.3

§403.3

8403.3

8403.3

§403.3

8403.3

§403.3

Proposed Correction

Provide signage at entrance di ing the

symbol of accessibility.

Adjust or replace door closer, maintain door hinges to provide an
opening force not to exceed 5 Ibf.

Kelocate Drocnure rack to provide the required 12° (3u4 mmy min.
maneuvering clearance on the push side of the door handle side
19010 ARA Cin 404 2.4 1)

Relocate trash bin to provide the required 18" (457 mm) min.
maneuvering clearance on the pull side of the door (2010 ADA Fig.
404.2.4.1).

Provide at least one see-thru glazed panel mounted at 43" (1090
mm) max. above the finished floor.

Adjust or replace door closer, maintain door hinges to provide an
opening force not to exceed 5 Ibf.

Title Il of the ADA requires that programs, services and activities
offered by public agencies be accessible to persons with
disabilities. Section 508 of the Rehabilitation Act of 1973 provides

for ping, procuring, or using electronic
and information technology.

Per Section 508 ensure computer provides accessible

hardware/software
FIOVIUE SIGIIAYE OT1 T4 SIUE WILT TAISEU Gl ACIens aiiu graue 2

Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. to the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1). Per

Relocate furniture to provide the required 18" (457 mm) min.
maneuvering clearance on the pull side of the door (2010 ADA Fig.
404.2.4.1).

Adjust or replace door closer, maintain door hinges to provide an
opening force not to exceed 5 Ibf.

Rework area to provide the required 18" (457 mm) min.
maneuvering clearance on the pull side of the door beyond the
latch side and 60" (1524 mm) min. deep clear floor leveled area
with slopes not exceeding 1:48 (2010 ADA Fig. 404.2.4.1).

Adjust o replace door closer, maintain door hinges to provide an
opening force not to exceed 5 Ibf.

Adjust or replace door closer, maintain door hinges to provide an
opening force not to exceed 5 Ibf.

Adjust or replace door closer, maintain door hinges to provide an
opening force not to exceed 5 Ibf.

Rework curb ramp to provide a cross slope not to exceed 2 %.

Rework or repave accessible route to provide a cross slope not
exceeding 2%.

Rework or repave accessible route to provide a cross slope not
exceeding 2%.

Rework or repave accessible route to provide a cross slope not
exceeding 2%.

Rework or repave accessible route to provide a cross slope not
exceeding 2%.

Rework or repave accessible route to provide a cross slope not
exceeding 2%.

Rework or repave accessible route to provide a cross slope not
exceeding 2%.

Rework or repave accessible route to provide a cross slope not
exceeding 2%.

Priority

Cost

$149.95

$131.00

$0.00

$55.00

$500.00

$0.00

$1,500.00

$55.00

$55.00

$131.00

$900.00

$131.00

$131.00

$131.00

$1,180.00

$900.00

$900.00

$450.00

$450.00

$450.00

$450.00

$450.00




Fulton County ADA Transition Plan
HEALTH SERVICES - BOARD OF HEALTH
Appendix 7-13

Department

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Bldg Name

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center
Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Address

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331
3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

Room No. Name

Accessible Route From Main
Entrance Leading to
Outdoor Seating Area on
NW Corner

Accessible Route From Main
Entrance Leading to
Outdoor Seating Area on
NW Corner

Accessible Route From Main
Entrance Leading to
Outdoor Seating Area on
NW Corner

Accessible Route From Main
Entrance Leading to
Outdoor Seating Area on
NW Corner

Accessible Route From Main
Entrance Leading to
Outdoor Seating Area on
NW Corner

Accessible Route From Main
Entrance Leading to
Outdoor Seating Area on
NW Corner

Accessible Route From Main
Entrance Leading to
Outdoor Seating Area on
NW Corner

Accessible Route From Main
Entrance Leading to
Outdoor Seating Area on
NW Corner

Accessible Route From Main
Entrance Leading to
Outdoor Seating Area on
NW Corner

Accessible Route From
Public Rights-of-Way
Leading to Main Entrance
Accessible Route From
Public Rights-of-Way
Leading to Main Entrance
Accessible Route From
Public Rights-of-Way
Leading to Main Entrance

Accessible Route Leading to
Playground by Play/Care
Room No. 204

Accessible Route Leading to
Playground by Play/Care
Room No. 204

Accessible Route From Main
Entrance Leading to
Accessible Parking Spaces
by Garden

Two Accessible Parking
Spaces by Garden

Two Accessible Parking
Spaces by Garden

Two Accessible Parking
Spaces by Garden

Men's

by Main Lobby

Men's Accessible Restroom
by Main Lobby

Men's
by Main Lobby

Men's
by Main Lobby
Men's Accessible Restroom
by Main Lobby

Men's Accessible Restroom
by Main Lobby

Men's Accessible Restroom
by Main Lobby

Men's Accessible Restroom
by Main Lobby

Men's Accessible Restroom
by Main Lobby

Physical Obstacle ADA Code
Accessible route has a non-compliant cross slope of §403.3
2.3 %.
Accessible route has a non-compliant cross slope of §403.3
2.9 %.
Accessible route has a non-compliant cross slope of §403.3
2.6 %.
Accessible route has a non-compliant cross slope of §403.3
2.6 %.
Curb ramp on left has a 8.6 % non-compliant §406
running slope.
Curb ramp on left has a 2.3 % non-compliant cross §406.1
slope.
9 -
Curb ramp on right has a 3.1 % non-compliant cross §406.1
slope.
Accessible route has a non-compliant cross slope of §403.3
2.3%.
Accessible route has a non-compliant cross slope of §403.3
2.5%.
Accessible entrance does not have signage
N . §216.6
the symbol of
There is no signage posted indicating the location of
§216.6
an accessible entrance.
Accessible route has a non-compliant cross slope of §403.3
2.4%.
Accessible route leading to playground on right side
has a non-compliant cross slope of up to 5.3 % that 8403.3
extends 20 ft (6.04 m) long by 12 ft (3.6 m) wide.
Accessible route leading to play area on left side has
0 §403.3
a non-compliant cross slope of up to 5.6 %.
Ramp with a slope of up to 6.6 % runs
approximately 55 ft (16.77 m) and does not have the §405.8
required handrails.
Accessible parking space on right has a non- §504.2
compliant running slope of up to 3.7% g
Access aisle has a non-compliant running slope of
up to 2.9% 85024
Accessible parking space on right has a non- §504.2
compliant surface slope of up to 2.7% )
Trash bin over paper towel dispenser §305.3
clear floor space.
Lavatory mirror is mounted at 40.25" (1022 mm)
above the finished floor to bottom edge of its §603.3
reflecting surface.
Toilet (stall) door does not provide pull §604.8.1.2
handles on both sides of the door near the latch. .
P (stall) door does not have §604.8.2.2
a self closing mechanism.
Toilet seat cover dispenser is mounted at 1" (25 §609.3
mm) below the side wall arab bar. )
Toilet tissue dispenser is mounted 8.5" (216 mm) §609.3
over the side wall grab bar. :
V\/aler closet is centered at 18.25" (464 mm) from §604.2
side wall.
Counter surface is mounted at 34.5" (876 mm) §902.3
above the finished floor. )
Paper towel dispenser is mounted beyond required
reach allowed for approach provided and is mounted §308.2.1

at 56.5" (1435 mm) above the finished floor to the
highest operable part.

Proposed Correction

Rework or repave accessible route to provide a cross slope not
exceeding 2%.

Rework or repave accessible route to provide a cross slope not
exceeding 2%.

Rework or repave accessible route to provide a cross slope not
exceeding 2%.

Rework or repave accessible route to provide a cross slope not
exceeding 2%.

Rework curb ramp to provide a running slope not to exceed 8.33%

Rework curb ramp to provide a cross slope not to exceed 2 %.

Rework curb ramp to provide a cross slope not to exceed 2 %.

Rework or repave accessible route to provide a cross slope not
exceeding 2%.

Rework or repave accessible route to provide a cross slope not
exceeding 2%.

Provide signage at entrance ing the

symbol of accessibility.

Post signage indicating location of the accessible entrance serving
the facility. If sign is to be placed overhead it shall have a minimum
character height of 3" (76 mm).

Rework or repave accessible route to provide a cross slope not
exceeding 2%.

Rework or repave accessible route to provide a cross slope not
exceeding 2%.

Rework or repave accessible route to provide a cross slope not
exceeding 2%.

For ramps rising over 6" (152 mm) provide handrails on both sides
of ramp and mount between 34" and 38" (863 mm - 965 mm)
above the ramp surface to top of gripping surfaces, extending 12"
(304 mm) min. beyond the top and bottom of the ramp segment
(2010 ADA 505.4, 505.6, 505.6, 505.10.1)

Rework or repave to provide an accessible parking space with
surface slope ot exceeding 2% in all directions.

Rework or repave to provide an access aisle with running slope not
exceeding 2% in all directions.

Rework or repave to provide an accessible parking space with
surface slope not exceeding 2% in all directions.

Relocate trash bin to provide a 30" by 48" (762 mm by 1219 mm)
min. wheelchair clear floor space (2010 ADA Figs. 305.3-305.5).

Lower lavatory mirror to 40" (1016 mm) max. above the finished
floor to bottom edge of its reflecting surface. This dimension
should be considered acceptable per 1990 ADA section 3.2
Dimensional Tolerances and 2010 ADA section 104.1
Construction and Manufacturina Tolerance.

Provided pull handles on both sides of the door near the latch and
center door opening hardware between 34" and 48" (863 mm -
1219 mm) above the finished floor.

Provide a self closing mechanism on door with an opening force
not exceeding 5 Ibf.

Relocate/replace toilet seat cover dispenser and mount at 1.5" (38
mm) min. below the side wall (2010 ADA Fiq. 609.3).

Relocate toilet tissue dispenser to water closet side wall at 7"-9"
(177 mm to 228 mm) in front of the water closet to the centerline of
the dispenser and 15"-48" (381 mm to 1219 mm) above the
finished floor to the dispenser outlet (2010 ADA Fig. 604.7). If
mounted below the side wall grab bar there shall be a
clearance of 1.5" (38 mm) below the grab bar . If mounted
above the side wall grab bar there shall be a clearance of 12"
(305 mm) min. above the grab bar (2010 ADA Fig 609.3)

Relocate water closet and center between 16" and 18" (406 mm -
457 mm) from side wall (2010 ADA Fig. 604.2). This dimension
should be considered acceptable per 1990 ADA section 3.2
Dimensional Tolerances and 2010 ADA section 104.1
Construction and Manufacturina Tolerance.

Rework to provide the top of the counter surface mounted between
28" (710 mm) min. and 34" (865 mm) max. above the finished floor
or ground.

Lower or install paper towel dispenser at 48" (1219 mm) max.
above the finished floor to the highest operable part (2010 ADA Fig.
308.3.1).

Priority

Cost

$450.00

$450.00

$450.00

$450.00

$0.00

$1,180.00

$1,180.00

$450.00

$450.00

$149.95

$149.95

$450.00

$2,600.00

$0.00

$9,160.00

$1,897.39

$0.00

$1,897.39

$55.00

$0.00

$55.00

$291.64

$131.00

$131.00

$0.00

$372.14

$0.00




Fulton County ADA Transition Plan

HEALTH SERVICES - BOARD OF HEALTH

Appendix 7-13

Department

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Bldg Name

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center
Adamsville Regional
Health Center

Address

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331
3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331
3700 M.L.K. Jr. Drive
Atlanta, GA_30331

Room No. Name
Men's Accessible Restroom
by Main Lobby

Women's Accessible
Restroom by Main Lobby

Women's Accessible
Restroom by Main Lobby

Women's Accessible
Restroom by Main Lobby

Women's Accessible
Restroom by Main Lobby

Women's Accessible
Restroom by Main Lobby

Women's Accessible
Restroom by Main Lobby

Women's

Physical Obstacle

Paper towel dispenser protrudes into walkway,
projecting more than 11" (279 mm) from back wall,
and is mounted at 52.5" (1334 mm) above the
finished floor to its bottom leading edge.

Door has a non-compliant opening force of 13 Ibf.

Paper towel dispenser is mounted beyond required
reach allowed for approach provided and is mounted
at 57.25" (1454 mm) above the finished floor to the
highest operable part.

Paper towel dispenser protrudes into walkway,
projecting 11" (279 mm) from back wall, and is
mounted at 51.5" (1308 mm) above the finished
floor to its bottom leadina edae.

Trash bin encroaches over paper towel dispenser
clear floor space.

Lavatory mirror is mounted at 40.25" (1022 mm)
above the finished floor to bottom edge of its
reflecting surface.

Soap dispenser is mounted beyond required reach
allowed for approach provided at 45" (1143 mm)
above the finished floor over a 24" (610 mm)
obstruction (sink counter).

Restroom by Main Lobby
Women's

Toilet P (stall) door does not provide pull
handles on both sides of the door near the latch.

Restroom by Main Lobby

Women's Accessible
Restroom by Main Lobby

Women's Accessible
Restroom by Main Lobby

Women's Accessible
Restroom by Main Lobby

Women's Accessible
Restroom by Main Lobby

Primary Care Waiting Area
(Nursing Area)

Primary Care Waiting Area
(Nursing Area)

Primary Care Waiting Area
(Nursing Area)

Primary Care Waiting Area.
(Nursing Area)

STI Waiting Area

STI Waiting Area

Oral Health Program Waiting
Area

Unisex Accessible Restroom
by (Left Side)

Unisex Accessible Restroom
by (Left Side)

Unisex Accessible Restroom
by (Left Side)

Unisex Accessible Restroom
by (Left Side)

Unisex Accessible Restroom
by (Left Side)

Unisex Accessible Restroom
by (Left Side)

Unisex Accessible Restroom
by (Left Side)

Unisex Accessible Restroom
by (Left Side)

Unisex Accessible Restroom
by (Left Side)
Unisex Accessible Restroom

by (Right Side

p (stall) door does not have
a self closing mechanism.

Accessible toilet compartment (stall) door is not
located in the side wall or partition farthest from the
water closet.

Water closet is centered at 18.25" (464 mm) from
side wall.

Toilet tissue dispenser is mounted 7" (178 mm) over
the side wall grab bar.

Counter surface is mounted at 34.5" (876 mm)
above the finished floor.

Brochure rack is mounted at 54.5" (1384 mm)
above the finished floor to highest shelf.

Table encroaches over brochure rack clear floor
space.

Suggestion box is mounted beyond required reach
allowed for approach provided and is mounted at
62" (1575 mm) above the finished floor.

Thermostat is mounted beyond required reach
allowed for approach provided and is mounted at
49" (1245 mm) above the finished floor to the
highest operable part.

Brochure rack is mounted at 54" (1372 mm) above
the finished floor to highest shelf.

Furniture encroaches over brochure rack clear floor
space.

Brochure rack is mounted at 53.5" (1360 mm)
above the finished floor to hiahest shelf.

Door has a non-compliant opening force of 16 Ibf.

Coat hook is mounted beyond required reach
allowed for approach provided and is mounted at
64.75" (1645 mm) above the finished floor.

Paper towel dispenser is mounted beyond required
reach allowed for approach provided and is mounted
at 58.75" (1492 mm) above the finished floor to the
highest operable part.

Paper towel dispenser protrudes into walkway,
projecting 11" (279 mm) from back wall, and is
mounted at 53" (1346 mm) above the finished floor
to its bottom leading edae.

Lavatory mirror is mounted at 40.75" (1035 mm)
above the finished floor to bottom edge of its
reflecting surface.

Lavatory encroaches over the water closet
clearance reducing it to 44" (1118 mm)

Water closet is centered at 18.25" (464 mm) from
side wall.

Toilet tissue dispenser is mounted 8" (203 mm) over
the side wall grab bar.

Toilet seat cover dispenser is mounted at 0.5" (13
mm) below the side wall grab bar.

Door has a non-compliant opening force of 9 Ibf.

ADA Code

§307.2

§404.2.9

§308.2.1

§307.2

§305.3

§603.3

§308.2.2

§604.8.1.2

§604.8.2.2

§604.8.1.1

§604.2

§609.3

§902.3

§308.2.1

§305.3

§308.2.1

§308.2.1

§308.2.1

§305.3

§308.2.1

8404.2.9

§308.3

§308.2.1

§307.2r

§603.3

§604.3.2

§604.2

§609.3

8609.3

§404.2.9

Proposed Correction

Relocate or recess paper towel dispenser so that it does not
project more than 4" (101 mm) from back wall to outer leading
edge (2010 ADA Fig. 307.2).

Adjust or replace door closer, maintain door hinges to provide an
opening force not to exceed 5 Ibf.

Lower or install paper towel dispenser at 48" (1219 mm) max.
above the finished floor to the highest operable part forward
approach to object (2010 ADA Fig. 308.3.1).

Relocate or recess paper towel dispenser so that it does not
project more than 4" (101 mm) from back wall to outer leading
edge (2010 ADA Fig. 307.2).

Relocate trash bin to provide a 30" by 48" (762 mm by 1219 mm)
min. wheelchair clear floor space (ADA Figs. 305.3-305.5).

Lower lavatory mirror to 40" (1016 mm) max. above the finished
floor to bottom edge of its reflecting surface. This dimension
should be considered acceptable per 1990 ADA section 3.2
Dimensional Tolerances and 2010 ADA section 104.1
Construction and Manufacturina Tolerance.

Lower or install soap dispenser at 44" (1120 mm) max. above the
finished floor, over a 20" - 25" (510 mm- 635 mm) max.
obstruction, and at 15" (381 mm) min. above the finished floor to
the centerline for a forward approach to object (2010 ADA Fig.
308.2.2

Provided pull handles on both sides of the door near the latch and
center door opening hardware between 34" and 48" (863 mm -
1219 mm) above the finished floor.

Provide a self closing mechanism on door with an opening force
not exceeding 5 Ibf.

Reconfigure accessible toilet compartment (stall) to provide a self
closing door with opening mounted at 4" (101 mm) max. from the
side wall or partition farthest from the water closet (For door
located in front of partition) (2010 ADA Fia. 604.8.1.1)

Relocate water closet and center between 16" and 18" (406 mm -
457 mm) from side wall ( 2010 ADA Fig. 604.2).  This
dimension should be considered acceptable per 1990 ADA
section 3.2 Dimensional Tolerances and 2010 ADA section
104.1 Construction and Manufacturing Tolerance.

Relocate toilet tissue dispenser to water closet side wall at 7"-9"
(177 mm to 228 mm) in front of the water closet to the centerline of
the dispenser and 15"-48" (381 mm to 1219 mm) above the
finished floor to the dispenser outlet (2010 ADA Fig. 604.7). If
mounted below the side wall grab bar there shall be a
clearance of 1.5" (38 mm) below the grab bar . If mounted
above the side wall grab bar there shall be a clearance of 12"
(305 mm) min. above the grab bar (2010 ADA Fig 609.3)

Rework to provide the top of the counter surface mounted between
28" (710 mm) min. and 34" (865 mm) max. above the finished floor
or ground.

Lower or install brochure rack at 48" (1219 mm) max. above the
finished floor to highest shelf (2010 ADA Fig. 308.2.1).

Relocate table to provide a 30" by 48" (762 mm by 1219 mm) min.
wheelchair clear floor space (2010 ADA Figs. 305.3-305.5).

Lower or install suggestion box at 48" (1219 mm) max. above the
finished floor for forward approach to object (2010 ADA Fig.
308.2.1).

Lower or install thermostat at 48" (1219 mm) max. above the
finished floor to the highest operable part (2010 ADA Fig. 308.2.1).

Lower or install brochure rack at 48" (1219 mm) max. above the
finished floor to highest shelf (2010 ADA Fig. 308.2.1). Per
36.304(d)(2)(i) Safe harbor. Elements that comply with the
corresponding technical requirements and scoping
requirements for those elements in the 1991 Standards do
not need to be modified in order to comply with the
reauirements set forth in the 2010 Standards.

Relocate furniture to provide a 30" by 48" (762 mm by 1219 mm)
min. wheelchair clear floor space (2010 ADA Figs.305.3-305.5).

Lower or install brochure rack at 48" (1219 mm) max. above the
finished floor to highest shelf (2010 ADA Fiqg. 308.2.1).

Adjust or replace door closer, maintain door hinges to provide an
opening force not to exceed 5 Ibf.

Lower or install coat hook at 48" (1219 mm) max. above the
finished floor for forward approach to object (2010 ADA Fig.
308.3.1).

Lower or install paper towel dispenser at 48" (1219 mm) max.
above the finished floor to the highest operable part (2010 ADA Fig.
308.3.1).

Relocate or recess paper towel dispenser so that it does not
project more than 4" (101 mm) from back wall to outer leading
edge (2010 ADA Fig. 307.2).

Lower lavatory mirror to 40" (1016 mm) max. above the finished
floor to bottom edge of its reflecting surface.

Reconfigure restroom fixtures and/or partitions to provide the
required 60" by 56" (1524 mm by 1422 mm) min. clearance around
the water closet (2010 ADA Fia. 604.3.1).

Relocate water closet and center between 16" and 18" (406 mm -
457 mm) from side wall (2010 ADA Fig. 604.2).  This
dimension should be considered acceptable per 1990 ADA
section 3.2 Dimensional Tolerances and 2010 ADA section
104.1 Construction and Manufacturina Tolerance.

Relocate toilet tissue dispenser to water closet side wall at 7"-9"
(177 mm to 228 mm) in front of the water closet to the centerline of
the dispenser and 15"-48" (381 mm to 1219 mm) above the
finished floor to the dispenser outlet (2010 ADA Fig. 604.7). If
mounted below the side wall grab bar there shall be a
clearance of 1.5" (38 mm) below the grab bar . If mounted
above the side wall grab bar there shall be a clearance of 12"
(305 mm) min. above the grab bar (2010 ADA Fig 609.3)

Relocate toilet seat cover dispenser and mount at 1.5" (38 mm)
min. below the side wall grab bar (2010 ADA Fig. 609.3).
Adjust or replace door closer, maintain door hinges to provide an

opening force not to exceed 5 Ibf.

Priority

Cost

$131.00

$131.00

$0.00

$131.00

$55.00

$0.00

$131.00

$55.00

$291.64

$2,119.74

$0.00

$131.00

$372.14

$131.00

$0.00

$131.00

$378.00

$131.00

$0.00

$372.14

$131.00

$131.00

$0.00

$131.00

$131.00

$6,052.63

$0.00

$131.00

$131.00

$0.00




Fulton County ADA Transition Plan

HEALTH SERVICES - BOARD OF HEALTH

Appendix 7-13

Department

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Bldg Name

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Address

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive

Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

Room No. Name

Unisex Accessible Restroom
by (Right Side)

Unisex Accessible Restroom
by (Right Side)

Unisex Accessible Restroom
by (Right Side)

Unisex Accessible Restroom
by (Right Side)

Unisex

Physical Obstacle

Door closing time is less than 5 seconds.

Coat hook is mounted beyond required reach
allowed for approach provided and is mounted at
65" (1651 mm) above the finished floor.

Paper towel dispenser is mounted beyond required
reach allowed for approach provided and is mounted
at 82" (2083 mm) above the finished floor to the
hiahest operable part.

Lavatory mirror is mounted at 40.5" (1029 mm)
above the finished floor to bottom edge of its
reflecting surface.

by (Right Side)

Unisex Accessible Restroom
by (Left Side)

Lavatory over the water closet
clearance reducing it to 45.75" (1163 mm).

Toilet tissue dispenser is mounted 8.5" (216 mm)
over the side wall grab bar.

Unisex
by (Left Side)

Play/Care Room No. 204

Play/Care Room No. 204

Play/Care Room No. 204

Unisex Children's Restroom
on Left at Play/Care Room
No. 204

Unisex Children's Restroom
on Left at Play/Care Room
No. 204

Unisex Children's Restroom
on Left at Play/Care Room
No. 204

Unisex Children's Restroom
on Left at Play/Care Room
No. 204

Unisex Children's Restroom
on Right at Play/Care Room
No. 204

Unisex Children's Restroom
on Right at Play/Care Room
No. 204

Unisex Children's Restroom
on Right at Play/Care Room
No. 204

Reception Counter in Front
of Elevator Lobby

Reception Counter in Front
of Elevator Lobby

Trash bin over
on the pull side of the door.

Furniture encroaches over thermostat clear floor
space.

Children's tables have a 20" (508 mm) knee
clearance.

Children’s tables and/or work surfaces are mounted
at 21.25" (540 mm) above the finished floor to the
top.

Soap dispenser is mounted beyond required reach
allowed for approach provided and is mounted at
38" (965 mm) above the finished floor

Paper towel dispenser is mounted beyond required
reach allowed for approach provided and is mounted
at 46" (1168 mm) above the finished floor to the
highest operable part.

Water closet has the rear wall grab bar mounted at
7.5" (190 mm) perpendicular from side wall to
centerline of inner flange.

Toilet tissue dispenser is mounted 5.5" (140 mm)
over the side wall grab bar.

Water closet has the rear wall grab bar mounted at
8" (203 mm) perpendicular from side wall to
centerline of inner flange.

Paper towel dispenser is mounted beyond required
reach allowed for approach provided and is mounted
at 43.75" (1111 mm) above the finished floor to the
highest operable part.

Toilet tissue dispenser is mounted at 5" (127 mm)
above the side wall grab bar.

Furniture encroaches over suggestion box clear floor
space.

Suggestion box is mounted beyond required reach
allowed for approach provided and is mounted at
61.75" (1568 mm) above the finished floor.

Men's

Trash bin

by Elevator Lobby

Men's Accessible Restroom
by Elevator Lobby

Men's Accessible Restroom
by Elevator Lobby

Men's Accessible Restroom
by Elevator Lobby

over paper towel dispenser
clear floor space.

Paper towel dispenser is mounted beyond required
reach allowed for approach provided and is mounted
at 59.5" (1511 mm) above the finished floor to the
highest operable part.

Paper towel dispenser protrudes into walkway,
projecting 11" (279 mm) from back wall, and is
mounted at 54" (1372 mm) above the finished floor
to its bottom leadina edae.

Soap dispenser is mounted beyond required reach
allowed for approach provided at 44.75" (1137 mm)
above the finished floor over a 24" (610 mm)
obstruction (counter).

Men's
by Elevator Lobby

Men's Accessible Restroom
by Elevator Lobby

Toilet (stall) door does not provide pull
handles on both sides of the door near the latch.

Toilet seat cover dispenser is mounted at 0.5" (12
mm) below the side wall grab bar.

ADA Code

§404.2.8.1

8603.4

§308.2.1

§603.3

8604.3.2

§609.3

8404.2.4

§305.3

§902.4.1

8902.4.2

§308.2.1

§308.2.1

§604.5.2

§604.9.6

8604.5.2

§308.2.1

8604.9.6

§305.3

§308.2.1

§305.3

§308.2.1

§307.2r

§308.2.1

§604.8.1.2

8609.3

Proposed Correction

Provide a sweep period of 5 seconds min. measured from 90°
open position to a position of 12° from door latch.

Lower or install coat hook at 48" (1219 mm) max. above the
finished floor for forward approach to object.

Lower or install paper towel dispenser at 48" (1219 mm) max.
above the finished floor to the highest operable part (2010 ADA Fig.
308.3.1).

Lower lavatory mirror to 40" (1016 mm) max. above the finished
floor to bottom edge of its reflecting surface.

Reconfigure restroom fixtures and/or partitions to provide the
required 60" by 56" (1524 mm by 1422 mm) min. clearance around
the water closet (2010 ADA Fia. 604.3.1).

Relocate toilet tissue dispenser to water closet side wall at 7"-9"
(177 mm to 228 mm) in front of the water closet to the centerline of
the dispenser and 15"-48" (381 mm to 1219 mm) above the
finished floor to the dispenser outlet (2010 ADA Fig. 604.7). If
mounted below the side wall grab bar there shall be a
clearance of 1.5" (38 mm) below the grab bar . If mounted
above the side wall grab bar there shall be a clearance of 12"
(305 mm) min. above the grab bar (2010 ADA Fig 609.3)

Relocate trash bin to provide the required 18" (457 mm) min.
maneuvering clearance on the pull side of the door (2010 ADA Fig.
404.2.4.1).

Relocate furniture to provide a 30" by 48" (762 mm by 1219 mm)
min. wheelchair clear floor space at thermostat (2010 ADA Figs.
305.3-305.5).

Provide seating with a corresponding 30" by 48" (762 mm by 1219
mm) clear floor space, 24" (609 mm) min. bottom knee clearance
above the finished floor and a 17" (430 mm) horizontal projection.
Per exception §902.4 Dining surfaces and work surfaces that
are used primarily by children 5 years and younger shall not
be required to comply with 902.4 where a clear floor or
ground space complying with 305 positioned for a parallel
approach is provided. No remedial work is necessary

Replace tables and/or counter to provide 5% or at least one
accessible table or counter mounted at 26" to 30" (660 mm to 760
mm) above the finished to the top. Per exception §902.4 Dining
surfaces and work surfaces that are used primarily by
children 5 years and younger shall not be required to comply
with 902.4 where a clear floor or ground space complying
with 305 positioned for a parallel approach is provided

Lower or install paper towel dispenser at 36" (915 mm) max.
above the finished floor to the highest operable part for forward
approach to object (2010 Children's Reach Ranges Advisory
308.1).

Lower or install paper towel dispenser 36" (915 mm) max. above
the finished floor to the highest operable part for forward approach
to object (2010 Children’s Reach Ranges Advisory 308.1).

Install a 36" (914 mm) min. long rear wall grab bar that extends 12"
(305 mm) min. to the centerline of the inner flange and mount
between 18" and 20" (455 mm - 510 mm) above the floor to the
top of the gripping surface (2010 ADA Children's Advisory
604.9)

Relocate toilet tissue dispenser to water closet side wall at 7"-9"
(177 mm to 228 mm) in front of the water closet to the centerline of
the dispenser and 14"-19" (381 mm to 1219 mm) above the
finished floor to the dispenser outlet (Per 2010 ADA §604.9.6
Advisory Specifications for Water Closets Serving Ages 3
Throuah 12)

Install a 36" (914 mm) min. long rear wall grab bar that extends 12"
(305 mm) min. to the centerline of the inner flange and mount
between 18" and 20" (455 mm - 510 mm) above the floor to the
top of the gripping surface (2010 ADA Fig 604.9)

Lower or install paper towel dispenser 36" (915 mm) max. above
the finished floor to the highest operable part for forward approach
to object (2010 Children's Reach Ranges Advisory 308.1)

Relocate toilet tissue dispenser to water closet side wall at 7"-9"
(177 mm to 228 mm) in front of the water closet to the centerline of
the dispenser and 14"-19" (381 mm to 1219 mm) above the
finished floor to the dispenser outlet (2010 ADA 604.9)

Relocate suggestion box to provide a 30" by 48" (762 mm by 1219
mm) min. wheelchair clear floor space (ADA Figs. 305.3-305.5).

Lower or install suggestion box at 48" (1219 mm) max. above the
finished floor for forward approach to object (2010 ADA Fig.
308.2.1).

Relocate trash bin to provide a 30" by 48" (762 mm by 1219 mm)
min. wheelchair clear floor space (ADA Figs. 305.3-305.5).

Lower or install paper towel dispenser at 48" (1219 mm) max.
above the finished floor to the highest operable part (2010 ADA Fig.
308.3.1).

Relocate or recess paper towel dispenser so that it does not
project more than 4" (101 mm) from back wall to outer leading
edge (2010 ADA Fig. 307.2).

Lower or install soap dispenser at 44" (1219 mm) max. above the
finished floor, over a 20"- 25" (510 mm - 1120 mm) max.
obstruction, and at 15" (381 mm) min. above the finished floor to
the centerline for forward approach to object (2010 ADA Fig.
308.2.1)

Provided pull handles on both sides of the door near the latch and
center door opening hardware between 34" and 48" (863 mm -
1219 mm) above the finished floor.

Relocate toilet seat cover dispenser and mount at 1.5" (38 mm)
min. below the side wall grab bar (2010 ADA Fig. 609.3).

Priority

Cost

$131.00

$55.00

$131.00

$131.00

$6,052.63

$131.00

$55.00

$0.00

$0.00

$0.00

$131.00

$131.00

$150.00

$150.00

$150.00

$131.00

$131.00

$0.00

$55.00

$55.00

$0.00

$131.00

$131.00

$55.00

$55.00




Fulton County ADA Transition Plan
HEALTH SERVICES - BOARD OF HEALTH
Appendix 7-13

Department

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Bldg Name

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

Adamsville Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

Address

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive

Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

3700 M.L.K. Jr. Drive
Atlanta, GA 30331

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave

Room No. Name

Men's Accessible Restroom
by Elevator Lobby

Men's Accessible Restroom
by Elevator Lobby

Women's Accessible
Restroom by Elevator Lobby

Women's Accessible
Restroom by Elevator Lobby

Women's Accessible
Restroom by Elevator Lobby

Women's Accessible
Restroom by Elevator Lobby

Women's

Physical Obstacle ADA Code

Toilet tissue dispenser is mounted 8" (203 mm) over

the side wall grab bar. 8609.3

Counter surface is mounted at 34.5" (876 mm) §902.3
above the finished floor. )
Trash bin encroaches over paper towel dispenser

clear floor space. 8305.3

Paper towel dispenser is mounted beyond required
reach allowed for approach provided and is mounted
at 59.25" (1505 mm) above the finished floor to the
hiahest operable part.

Paper towel dispenser protrudes into walkway,
projecting 11" (279 mm) from back wall, and is
mounted at 53.5" (1359 mm) above the finished
floor to its bottom leading edge.

§308.2.1

§307.2

Soap dispenser is mounted beyond required reach
allowed for approach provided at 45.75" (1162 mm)
above the finished floor to the highest operable part
over a 25" (635 mm) obstruction (sink counter).

§308.2.1

Restroom by Elevator Lobby

Women's Accessible
Restroom by Elevator Lobby

Women's Accessible
Restroom by Elevator Lobby

Women's Accessible
Restroom by Elevator Lobby

Women's Accessible
Restroom by Elevator Lobby

Women's Accessible
Restroom by Elevator Lobby

Women's Accessible
Restroom by Elevator Lobby

Dental Entry (Oral Health
Program)

Oral Health Program Waiting
Area

Workforce Room No. 240

Elevator Lobby

Main Entrance

Women's Accessible

college Park, GA 30337 Restrooms

Toilet (stall) door does not provide pull §604.8.1.2
handles on both sides of the door near the latch. A
Accessible toilet compartment (stall) door is not
located in the side wall or partition farthest from the
water closet.

§604.8.1.1

Water closet is centered at 18.25" (464 mm) from

side wall. §604.2

Toilet seat cover dispenser is mounted 0.25" (6 mm)

below the side wall grab bar. §609.3

Toilet tissue dispenser is mounted 8.5" (216 mm)

over the side wall grab bar. §609.3

The stall door is located at 9.25" (235 mm) from the §604.8.1.2
side wall or partition farthest from the water closet o
Counter surface is mounted at 34.5" (876 mm)

above the finished floor. §902.3

Permanent room identifying signage is mounted at
61.25" (1556 mm) to the baseline of the highest
tactile character.

§703.4.1

TV does not have the closed caption feature turned

on. §36.303 (e

Permanent room identifying signage is mounted at
61.25" (1556 mm) to the baseline of the highest
tactile character.

§703.4.1

Mat is not securely attached to the floor and is lifted

on the sides and is a potential tripping hazard. §302.2

Accessible entrance does not have signage

the symbol of 52166

Permanent room identifying signage is mounted at
60.25" (1530 mm) to the baseline of the highest
tactile character. Not at 60" (1524 mm) to
centerline.

§703.4.1

Proposed Correction

Relocate toilet tissue dispenser to water closet side wall at 7"-9"
(177 mm to 228 mm) in front of the water closet to the centerline of
the dispenser and 15"-48" (381 mm to 1219 mm) above the
finished floor to the dispenser outlet (2010 ADA Fig. 604.7). If
mounted below the side wall grab bar there shall be a
clearance of 1.5" (38 mm) below the grab bar . If mounted
above the side wall grab bar there shall be a clearance of 12"
(305 mm) min. above the grab bar (2010 ADA Fig 609.3)

Rework to provide the top of the counter surface mounted between
28" (710 mm) min. and 34" (865 mm) max. above the finished floor
or ground.

Relocate trash bin to provide a 30" by 48" (762 mm by 1219 mm)
min. wheelchair clear floor space at paper towel dispenser (ADAAG
Figs. 305.3-305.5).

Lower or install paper towel dispenser at 48" (1219 mm) max.
above the finished floor to the highest operable part (2010 ADA Fig.
308.3.1).

Relocate or recess paper towel dispenser so that it does not
project more than 4" (101 mm) from back wall to outer leading
edge (2010 ADA Fig. 307.2).

Lower or install soap dispenser at 44" (1120 mm) max. above the
finished floor to the highest operable part, over a 20" - 25" (510
mm- 635 mm) max. obstruction (counter) (2010 Fig. 308.2.1).

Provided pull handles on both sides of the door near the latch and
center door opening hardware between 34" and 48" (863 mm -
1219 mm) above the finished floor.

Reconfigure accessible toilet compartment (stall) to provide a self
closing door with opening mounted at 4" (101 mm) max. from the
side wall or partition farthest from the water closet (For door
located in front of partition) (2010 ADA Fia. 604.8.1.1)

Relocate water closet and center between 16" and 18" (406 mm -
457 mm) from side wall ( 2010 ADA Fig. 604.2). This
dimension should be considered acceptable per 1990 ADA
section 3.2 Dimensional Tolerances and 2010 ADA section
104.1 Construction and Manufacturina Tolerance.

Relocate toilet seat cover dispenser and mount at 1.5 (38 mm)
min. below the side wall grab bar (2010 ADA Fig. 609.3).

Relocate toilet tissue dispenser to water closet side wall at 7"-9"
(177 mm to 228 mm) in front of the water closet to the centerline of
the dispenser and 15"-48" (381 mm to 1219 mm) above the
finished floor to the dispenser outlet (2010 ADA Fig. 604.7). If
mounted below the side wall grab bar there shall be a
clearance of 1.5" (38 mm) below the grab bar . If mounted
above the side wall grab bar there shall be a clearance of 12"
(305 mm) min. above the grab bar (2010 ADA Fig 609.3)

The accessible stall must provide a door with the opening mounted
at 4" max. from the side wall or partition farthest from the water
closet (2010 ADA Fig. 604.8.1.2)

Rework to provide the top of the counter surface mounted between
28" (710 mm) min. and 34" (865 mm) max. above the finished floor

or ground.
Provide sighage on iatcn siae With raisea characters ana grade 2

Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. to the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1). Per
36.304(d)(2)(i) Safe harbor. Elements that comply with the
corresponding technical requirements and scoping

i thn 1001 Ctandarda dn

fre bl

Implement a policy to have the closed caption feature on during
business hours.

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. to the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1). Per

2R ANAMAVVi) Qafa harhar Flamante that camnly with the

Provide a securely attached mat with a leveled loop or level cut
pile, with texture height that is 0.5" (13 mm) max. and has a firm
cushion pad or backing (2010 ADA Fig. 302.2).

Provide signage at entrance the

symbol of accessibility.

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. to the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Priority

Cost

$131.00

$372.14

$0.00

$131.00

$131.00

$131.00

$55.00

$2,119.74

$0.00

$131.00

$131.00

$0.00

$372.14

$55.00

$0.00

$55.00

$55.00

$149.95

$149.95
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Department Bldg Name Address Room No. Name Physical Obstacle ADA Code Proposed Correction Priority Cost

College Park Regional 1920 John Wesley Ave  Women's Accessible Provide a sweep period of 5 seconds min. measured from 90°

Dept of Public Health Health Center college Park, GA 30337 Restrooms Door closing time is less than 5 seconds. §404.28.1 open position to a position of 12° from door latch. B $131.00
Permanent room identifying signage is mounted at Provide signage on latch side with raised characters and grade 2
College Park Regional 1920 John Wesley Ave y 60.25" (1530 mm) to the baseline of the highest Braille, mounted at 48 inches min. measured from the baseline of
Dept of Public Health Health Center college Park, GA 30337 Men's Accessible Restrooms tactile character. Not at 60" (1524 mm) to §703.4.1 the lowest tactile character and 60 inches max. to the baseline of B $55.00
centerline. the highest tactile character (2010 ADA Fig. 703.4.1).
College Park Regional 1920 John Wesley Ave § Provide a sweep period of 5 seconds min. measured from 90°
Dept of Public Health Health Center college Park, GA 30337 Men's Accessible Restrooms Door closing time is less than 5 seconds. §404.2.8.1 open position to a position of 12° from door latch. B $131.00
Pe{manent room identifying signage is mounted at Provide signage on latch side with raised characters and grade 2
61" (1549 mm) to the baseline of the highest tactile . : . .
College Park Regional 1920 John Wesley Ave y o Braille, mounted at 48 inches min. measured from the baseline of
Dept of Public Health Station No. 4 character and specific room name does not have §703.4.1 " N N B $55.00
Health Center college Park, GA 30337 tactile characters or Braille (This s a typical issue on the lowest tactile character and 60 inches max. to the baseline of
- P the highest tactile character (2010 ADA Fig. 703.4.1).
most signs at this area)
Permanent room identifying signage is mounted at Provide signage on latch side with raised characters and grade 2
College Park Regional 1920 John Wesley Ave 60.75" (1543 mm) to the baseline of the highest Braille, mounted at 48 inches min. measured from the baseline of
Dept of Public Health ’ 4. " . . B .
ept of Public Heal Health Center college Park, GA 30337 =X@m Room atimmunization . e character. Not a 60" (1524 mm) to §7034.1 ¢ lowest tactile character and 60 inches max. to the baseline of $55.00
centerline the highest tactile character (2010 ADA Fig. 703.4.1).
Relocate office equipment to provide the required 18" (457 mm)
College Park Regional 1920 John Wesley Ave Office over min. maneuvering clearance on the pull side of the door beyond the
Dept of Public Health Health Center college Park, GA 30337 Exam Room at Immunization clearance on the pull side of the door. 5404.2.4 latch side and 60" (1524 mm) min. deep clear floor leveled area B $55.00

(2010 ADA Fig. 404.2.4.1).

Permanent room identifying signage is mounted at Provide signage on latch side with raised characters and grade 2
College Park Regional 1920 John Wesley Ave 9 signag Braille, mounted at 48 inches min. measured from the baseline of B

Dept of Public Health Health Center college Park, GA 30337 Immunization Room No. 149 S& r(l‘r’:‘? r,z\ml) 106:)l1e(t;ggjllg1en:))f:he hlg?eﬁ:;acllle §703.4.1 the lowest tactile character and 60 inches max. to the baseline of $55.00
character. Not a 0 centerline the highest tactile character (2010 ADA Fig. 703.4.1).
Permanent room identifying signage is mounted at Provide signage on latch side with raised characters and grade 2
Dept of Public Health College Park Regional - 1920 John Wesley Ave .\ 1i;21i0n Room No. 148 61" (1549 mm) to the baseline of the highest tactile §703.41  braile, mounted at 48 inches min. measured from the baseline of B $55.00
Health Center college Park, GA 30337 character. Not a 60" (1524 mm) to centerline the lowest tactile character and 60 inches max. to the baseline of
) the highest tactile character (2010 ADA Fig. 703.4.1).
Permanent room identifying signage is mounted at Provide signage on latch side with raised characters and grade 2
Dept of Public Health College Park Regional . 1920 John Wesley Ave i) o Room No. 148 61" (1549 mm) to the baseline of the highest tactile 570341  Draile, mounted at 48 inches min. measured from the baseline of B $55.00
Health Center college Park, GA 30337 haracter. Not a 60" (1524 mm) t nterlin the lowest tactile character and 60 inches max. to the baseline of
character. Nota 0 centerline the highest tactile character (2010 ADA Fig. 703.4.1).
Permanent room identifying signage is mounted at Provide signage on latch side with raised characters and grade 2
Dept of Public Health College Park Regional 1920 John Wesley Ave  Unisex Accessible Restroom  60.5" (15637 mm) to the baseline of the highest §703.4.1 Braille, mounted at 48 inches min. measured from the baseline of B $55.00
P Health Center college Park, GA 30337 No. 146 tactile character. Not a 60" (1524 mm) to o the lowest tactile character and 60 inches max. to the baseline of :
centerline the highest tactile character (2010 ADA Fig. 703.4.1).
Dept of Public Health College Park Regional 1920 John Wesley Ave  Unisex Accessible Restroom Door closing time is less than 5 seconds. §404.2.8.1 Provide a sweep period of 5 seconds min. measured from 90 B $131.00

Health Center college Park, GA 30337 No. 146 open position to a position of 12° from door latch.
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Department

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Bldg Name

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

Address

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

Room No. Name

Conference Multipurpose No.

140

Educational Waiting Area No.

139

Services No. 132 - 136

Testing Room No. 133

Nursing Room No. 138

Exam Room No. 129

Exam Room No. 129

Exam Room No. 126

Exam Room No. 126

Exam Room No. 128

Exam Room No. 128

Exam Room No. 125

Exam Room No. 125

Conference Room No. 114

Conference Room No. 112

Conference Room No. 112

Physical Obstacle ADA Code

Permanent room identifying signage is mounted at
61" (1549 mm) to the baseline of the highest tactile
character.

§703.4.1

Permanent room identifying signage is mounted at
61" (1549 mm) to the baseline of the highest tactile
character. Not a 60" (1524 mm) to centerline

§703.4.1

Permanent room identifying signage is mounted at
61" (1549 mm) to the baseline of the highest tactile
character. Not a 60" (1524 mm) to centerline

§703.4.1

Permanent room identifying signage is mounted at
61" (1549 mm) to the baseline of the highest tactile
character. Not a 60" (1524 mm) to centerline

§703.4.1

Permanent room identifying signage is mounted at
60.75" (1543 mm) to the baseline of the highest
tactile character. Not a 60" (1524 mm) to
centerline

§703.4.1

Permanent room identifying signage is mounted at
60.75" (1543 mm) to the baseline of the highest
tactile character. Not a 60" (1524 mm) to
centerline

§703.4.1

Non-compliant knob-type door hardware, requiring

grasping and turning of the wrist to operate. 840427

Permanent room identifying signage is mounted at
60.75" (1543 mm) to the baseline of the highest
tactile character. Not a 60" (1524 mm) to
centerline

§703.4.1

Furniture encroaches over maneuvering clearance

on the pul side of the door. §404.2.4

Permanent room identifying signage is mounted at
61" (1549 mm) to the baseline of the highest tactile
character and specific room name does not have
tactile characters or Braille.

§703.4.1

Furniture encroaches over maneuvering clearance

on the pul side of the door. §404.2.4

Permanent room identifying signage is mounted at
60.75" (1543 mm) to the baseline of the highest
tactile character. Not a 60" (1524 mm) to
centerline

§703.4.1

Furniture over l
on the pull side of the door.

8404.2.4

Permanent room identifying signage is mounted at
61" (1549 mm) to the baseline of the highest tactile
character. Not a 60" (1524 mm) to centerline

§703.4.1

Permanent room identifying signage is mounted at
60.75" (1543 mm) to the baseline of the highest
tactile character. Not a 60" (1524 mm) to
centerline

§703.4.1

There is no indication that the conference room

provides assistive listening devices. §219.1

Proposed Correction Priority

Provide signage on latch side with raised characters and grade 2

Braille, mounted at 48 inches min. measured from the baseline of

the lowest tactile character and 60 inches max. to the baseline of

the highest tactile character (2010 ADA Fig. 703.4.1). Per

36.304(d)(2)(i) Safe harbor. Elements that comply with the B
corresponding technical requirements and scoping

requirements for those elements in the 1991 Standards do

not need to be modified in order to comply with the

requirements set forth in the 2010 Standards.

Provide signage on iatcn side Witn raisea cnaracters ana graae
Braille, mounted at 48 inches min. measured from the baseline of

the lowest tactile character and 60 inches max. to the baseline of

the highest tactile character (2010 ADA Fig. 703.4.1). Per B
36.304(d)(2)(i) Safe harbor. Elements that comply with the
corresponding technical requirements and scoping

Provide signage on latch side with raised characters and grade 2

Braille, mounted at 48 inches min. measured from the baseline of B
the lowest tactile character and 60 inches max. to the baseline of

the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of

the lowest tactile character and 60 inches max. to the baseline of B
the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2

Braille, mounted at 48 inches min. measured from the baseline of B

the lowest tactile character and 60 inches max. to the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2

Braille, mounted at 48 inches min. measured from the baseline of B
the lowest tactile character and 60 inches max. to the baseline of

the highest tactile character (2010 ADA Fig. 703.4.1).

Replace or retrofit with system operable with one hand, not
requiring pinching, tight grasping or turning of the wrist to operate.

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. to the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Relocate furiture to provide the required 18" (457 mm) min.
maneuvering clearance on the pull side of the door (2010 ADA Fig. B
404.2.4.1).

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. to the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Relocate furiture to provide the required 18" (457 mm) min.
maneuvering clearance on the pull side of the door (2010 ADA Fig. B
404.2.4.1).

Provide signage on latch side with raised characters and grade 2

Braille, mounted at 48 inches min. measured from the baseline of B
the lowest tactile character and 60 inches max. to the baseline of

the highest tactile character (2010 ADA Fig. 703.4.1).

Relocate furiture to provide the required 18" (457 mm) min.

maneuvering clearance on the pull side of the door beyond the B
latch side and 60" (1524 mm) min. deep clear floor area (2010

ADA Fia 4042 4 1)

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of

the lowest tactile character and 60 inches max. to the baseline of B
the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2

Braille, mounted at 48 inches min. measured from the baseline of B

the lowest tactile character and 60 inches max. to the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Provide hard-wired and/or wireless assistive listening systems as
required by Table 219.3. Twenty five percent minimum of receivers B
shall be hearing aid compatible.

Cost

$55.00

$55.00

$55.00

$55.00

$55.00

$55.00

$291.64

$55.00

$55.00

$55.00

$55.00

$55.00

$55.00

$55.00

$55.00

$2,779.95
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Department

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Bldg Name

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional

Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

Address

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave

college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

Room No. Name

Station 8 WIC Vouchers

Women's Accessible
Restroom No. 201

Women's Accessible
Restroom No. 201

Men's Accessible Restroom
No. 203

Men's Accessible Restroom
No. 203

Environmental Health
Restroom No. 212

Work Center Room No. 221

Senior Environmental Health
Specialist Room No. 217

SFMC Primary Care Room
No. 226

Unisex Accessible Restroom
No. 235

Room No. 234

Dental Waiting Area No. 278

Treatment Room No. 273

Exam Room No. 249

Exam Room No. 245

Exam Room No. 248

Physical Obstacle

Permanent room identifying signage does not have
Braille or raised characters.

Permanent room identifying signage is mounted at
60.25" (1530 mm) to the baseline of the highest
tactile character. Not at 60" (1524 mm) to
centerline.

Door has a non-compliant opening force of 14 Ibf.

Permanent room identifying signage is mounted at
60.25" (1530 mm) to the baseline of the highest
tactile character. Not at 60" (1524 mm) to
centerline.

Door has a non-compliant opening force of 8 Ibf.

Permanent room identifying signage is mounted at
61.25" (1556 mm) to the baseline of the highest
tactile character. Not at 60" (1524 mm) to
centerline.

Permanent room identifying signage is mounted at
60.75" (1543 mm) to the baseline of the highest
tactile character. Not at 60" (1524 mm) to
centerline

Permanent room identifying signage is mounted at
60.75" (1543 mm) to the baseline of the highest
tactile character. Sign is at 60" (1524 mm) to
centerline.

Permanent room identifying signage is mounted at
60.75" (1543 mm) to the baseline of the highest
tactile character. Not at 60" (1524 mm) to
centerline

Permanent room identifying signage is mounted at
60.25" (1530 mm) to the baseline of the highest
tactile character. Not at 60" (1524 mm) to
centerline

Permanent room identifying signage is mounted at
60.75" (1543 mm) to the baseline of the highest
tactile character. Not at 60" (1524 mm) to
centerline

Permanent room identifying signage is mounted at
60.75" (1543 mm) to the baseline of the highest
tactile character. Not at 60" (1524 mm) to
centerline

Permanent room identifying signage is mounted at
61" (1549 mm) to the baseline of the highest tactile
character. Not at 60" (1524 mm) to centerline

Permanent room identifying signage is mounted at
60.75" (1543 mm) to the baseline of the highest
tactile character. Not at 60" (1524 mm) to
centerline

Permanent room identifying signage is mounted at
60.75" (1543 mm) to the baseline of the highest
tactile character. Not at 60" 91254 mm) to
centerline

Permanent room identifying signage is mounted at
61" (1549 mm) to the baseline of the highest tactile
character. Not at 60" 91254 mm) to centerline

ADA Code

§703.4.1

§703.4.1

§404.2.9

§703.4.1

8404.2.9

§703.4.1

§703.4.1

§703.4.1

§703.4.1

§703.4.1

§703.4.1

§703.4.1

§703.4.1

§703.4.1

§703.4.1

§703.4.1

Proposed Correction Priority

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. from the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. to the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Adjust or replace door closer, maintain door hinges to provide an
opening force not to exceed 5 Ibf.

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. to the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Adjust or replace door closer, maintain door hinges to provide an B
opening force not to exceed 5 Ibf.

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. to the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2

Braille, mounted at 48 inches min. measured from the baseline of B
the lowest tactile character and 60 inches max. to the baseline of

the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2

Braille, mounted at 48 inches min. measured from the baseline of B
the lowest tactile character and 60 inches max. to the baseline of

the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2

Braille, mounted at 48 inches min. measured from the baseline of B
the lowest tactile character and 60 inches max. to the baseline of

the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of

' ! - B
the lowest tactile character and 60 inches max. to the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).
Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of B

the lowest tactile character and 60 inches max. to the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2

Braille, mounted at 48 inches min. measured from the baseline of B
the lowest tactile character and 60 inches max. to the baseline of

the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. to the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. to the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. to the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. to the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Cost

$149.95

$55.00

$131.00

$55.00

$131.00

$55.00

$55.00

$0.00

$55.00

$55.00

$55.00

$55.00

$55.00

$55.00

$55.00

$55.00
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Department

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Bldg Name

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

College Park Regional
Health Center

Address

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

1920 John Wesley Ave
college Park, GA 30337

Room No. Name

Exam Room No. 249

Exam Room No. 249

Exam Room No. 246

Exam Room No. 246

Unisex Accessible Restroom
No. 263 at Women's Health

Adult Lab Room No. 264

Adult Services Waiting Room
No. 256

Primary Care Exam Rooms
No. 240 -244

Exam Room No. 243

Exam Room No. 244

Exam Room No. 241

Exam Room No. 240

Four Accessible Parking
Spaces on NW Corner of
Building

Four Accessible Parking
Spaces on NW Corner of
Building

Physical Obstacle

Trash bin and chairs encroach over maneuvering

clearance on the pull side of the door. §404.2.4

Permanent room identifying signage is mounted at
60.75" (1543 mm) to the baseline of the highest
tactile character. At 60" (1524 mm) to centerline

§703.4.1

Permanent room identifying signage is mounted at
61" (1549 mm) to the baseline of the highest tactile
character. Not at 60" 91254 mm) to centerline

§703.4.1

Furniture over

on the pull side of the door. 5404.2.4

Permanent room identifying signage is mounted at
60.25" (1530 mm) to the baseline of the highest
tactile character. Not at 60" 91254 mm) to
centerline

§703.4.1

Permanent room identifying signage is mounted at
60.75" (1543 mm) to the baseline of the highest
tactile character.

§703.4.1

Permanent room identifying signage is mounted at
60.75" (1543 mm) to the baseline of the highest
tactile character. Not at 60" (1524 mm) to
centerline

§703.4.1

Permanent room identifying signage is mounted at
60.75" (1543 mm) to the baseline of the highest
tactile character. At 60" (1524 mm) to centerline

§703.4.1

Permanent room identifying signage is mounted at
60.75" (1543 mm) to the baseline of the highest
tactile character. Not at 60" (1524 mm) to
centerline

§703.4.1

Permanent room identifying signage is mounted at
60.75" (1543 mm) to the baseline of the highest
tactile character. Below 60" (1524 mm) not text
descriptors

§703.4.1

Permanent room identifying signage is mounted at
60.75" (1543 mm) to the baseline of the highest
tactile character and specific room name does not
have tactile characters or Braille (This is a typical
issue on most sians at this area)

§703.4.1

Permanent room identifying signage is mounted at
60.75" (1543 mm) to the baseline of the highest
tactile character and specific room name does not
have tactile characters or Braille (This is a typical
issue on most signs at this area)

§703.4.1

Accessible parking spaces are not clearly outlined or

need re-striping. §502.2

Van-accessible parking space needs re-striping. §502.2

ADA Code

Proposed Correction

Relocate trash bin to provide the required 18" (457 mm) min.
maneuvering clearance on the pull side of the door beyond the
latch side and 60" (1524 mm) min. deep clear floor leveled area
(2010 ADA Fig. 404.2.4.1).

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. to the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. to the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Relocate furniture to provide the required 18" (457 mm) min.
maneuvering clearance on the pull side of the door beyond the
latch side and 60" (1524 mm) min. deep clear floor leveled area
(2010 ADA Fig. 404.2.4.1).

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. to the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. to the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. to the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. to the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. to the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. to the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. to the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. to the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Restripe to provide an accessible parking space 96" (2438 mm)
min. wide and a 60" (15258 mm) min. wide access aisle with a
surface slope not exceeding 2% in all directions (2010 ADA Figs.
502.3).

Restripe to provide a van-accessible parking space 96" (2438 mm)
min. wide and a 96" (2438 mm) min. wide access aisle with a
surface slope not exceeding 2% in all directions (When access

aisle is 96" (2438) wide) (2010 ADA Figs. 502.2).

Priority

Cost

$55.00

$0.00

$55.00

$55.00

$55.00

$0.00

$55.00

$0.00

$55.00

$55.00

$0.00

$0.00

$0.00

$0.00




Fulton County ADA Transition Plan

HEALTH SERVICES - BOARD OF HEALTH

Appendix 7-13

Department

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Dept of Public Health

Bldg Name Address

College Park Regional
Health Center

1920 John Wesley Ave
college Park, GA 30337

College Park Regional
Health Center

1920 John Wesley Ave
college Park, GA 30337

College Park Regional
Health Center

1920 John Wesley Ave
college Park, GA 30337

College Park Regional
Health Center

1920 John Wesley Ave
college Park, GA 30337

College Park Regional
Health Center

1920 John Wesley Ave
college Park, GA 30337

College Park Regional
Health Center

1920 John Wesley Ave
college Park, GA 30337

College Park Regional
Health Center

1920 John Wesley Ave
college Park, GA 30337

College Park Regional
Health Center

1920 John Wesley Ave
college Park, GA 30337

College Park Regional
Health Center

1920 John Wesley Ave
college Park, GA 30337

College Park Regional
Health Center

1920 John Wesley Ave
college Park, GA 30337

College Park Regional
Health Center

1920 John Wesley Ave
college Park, GA 30337

College Park Regional
Health Center

1920 John Wesley Ave
college Park, GA 30337

College Park Regional
Health Center

1920 John Wesley Ave
college Park, GA 30337

Room No. Name Physical Obstacle

Accessible Route From

Accessible Parking Spaces  There is no signage posted indicating the location of
Leading to Entrance on NW  an accessible entrance.

Corner of Building

Accessible Route From

Accessible Parking Spaces  Accessible route has a non-compliant cross slope of
Leading to Entrance on NW 2.5 % that extends 10 ft (3.04 mt).

Corner of Building

Accessible Route From

Accessible Parking Spaces  Accessible route has a non-compliant cross slope of
Leading to Entrance on NW 3.5 % that extends 10 ft (3.04 mt).

Corner of Building

Accessible Route From

Accessible Parking Spaces  Accessible route has a non-compliant cross slope of
Leading to Entrance on NW 5.7 % that extends 10 ft (3.04 mt).

Corner of Building

Accessible Route From

Accessible Parking Spaces  Accessible route has a non-compliant cross slope of
Leading to Entrance on NW 3.3 % that extends 10 ft (3.04 mt).

Corner of Building

Accessible Route From

Accessible Parking Spaces  Accessible route has a non-compliant cross slope of
Leading to Entrance on NW 2.4 % that extends 10 ft (3.04 mt).

Corner of Building

The surface of the playground floor is raised at
multiple points and has openings that are greater
than 0.5" (13 mm) in width.

Playground on NW Corner of
Building

There is no sidewalk (accessible route) provided on
leading to outdoor seating area in front of
playground

Outdoor Seating Area on
NW Corner of Building

Accessible Route Leading to
Playground Area on NW
Corner of Building

Accessible route has a non-compliant cross slope of
3.5 % that extends 10 ft (3.04 mt).

Four Accessible Parking
Spaces on West Side of
Building by Main Entrance

Accessible parking space is not clearly outlined or
needs re-striping.

Accessible Route From
Accessible Parking Spaces
Leading to Main Entrance

The surface of the accessible route (sidewalk) has
loose material or is broken, loose or unstable.

Accessible Route From
Accessible Parking Spaces
Leading to Main Entrance

There is no signage posted indicating the location of
an accessible entrance.

Accessible Route From
Accessible Parking Spaces
Leading to Main Entrance

Accessible route has a non-compliant cross slope of
2.5 % that extends 10 ft (3.04 mt).

ADA Code

§216.6

8403.3

8403.3

§403.3

8403.3

8403.3

§302.3

§402

§403.3

§502.3.1

§403.2

§216.6

§403.3

Proposed Correction

Post signage indicating location of the accessible entrance serving
the facility. If sign is to be placed overhead it shall have a minimum
character height of 3" (76 mm).

Rework or repave accessible route to provide a cross slope not
exceeding 2%.

Rework or repave accessible route to provide a cross slope not
exceeding 2%.

Rework or repave accessible route to provide a cross slope not
exceeding 2%.

Rework or repave accessible route to provide a cross slope not
exceeding 2%.

Rework or repave accessible route to provide a cross slope not
exceeding 2%.

Rework playground surface to provide a 0.5" (12 mm) max. wide
opening perpendicular to the dominant direction of travel (2010
ADA Fig.302.3).

Rework or repave accessible route to provide a 36" (914 mm) min.
clear width accessible route with a cross slope not exceeding 2%.
Proposed correction is to provide a an accessible table on
the playground area.

Rework or repave accessible route to provide a cross slope not
exceeding 2%.

Restripe area to provide an accessible parking spaces 96" (2438
mm) min. wide and a 60" (15258 mm) min. wide access aisles with
a surface slope not exceeding 2% in all directions (2010 ADA Figs.
502.3)..

Rework or repave accessible route to provide a surface that is
stable, firm and slip resistant, with a cross slope not exceeding 2%.

Post signage indicating location of the accessible entrance serving
the facility. If sign is to be placed overhead it shall have a minimum
character height of 3" (76 mm).

Rework or repave accessible route to provide a cross slope not
exceeding 2%.

Priority

Cost

$228.00

$900.00

$900.00

$900.00

$900.00

$900.00

$2,250.00

$452.12

$900.00

$0.00

$0.00

$228.00

$900.00







